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FORT GRATIOT CHARTER TOWNSHIP, MI 
MCINTYRE PARK DOG PARK-PHASE 1 

Bids Due: Wednesday, August 24, 2016 
 

ADDENDUM NO. 1, DATED 08/11/2016 
 
 

 Sheet # Item Description 
1. Sheet 2 Silt Fence General Notes #9: Silt Fence. Silt fence is not required and is removed from 

the plan. 
 

2. Sheet 3 Fence Notes: Fencing #1. Acceptable fence heights are limited to no less than 5’ 
nor more the 6’. 
 

3. Sheet 3 Hand Pump Hand pump has been eliminated from Phase I. 
 

4. Sheet 4 Hand Pump Hand pump and tank have been removed from Phase I. All associated items 
to the hand pump and tank included in the General Notes on Sheet 4 are 
eliminated. 
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REVISIONS:

LANDSCAPE ARCHITECT:

PM BLOUGH, INC.

PO BOX 102

GRAND HAVEN, MI 49417

CONTACT: PAMELA BLOUGH, PLA

PHONE: 616.402.2398

OWNER:

FORT GRATIOT CHARTER TWSP.

3720 KEEWAHDIN ROAD

FORT GRATIOT, MI

CONTACT: JORJA BALDWIN

PHONE: 810.385.4489

McINTYRE PARK DOG PARK - PHASE 1

SHEET NO.

TITLE

COVER SHEET

EXISTING CONDITIONS & SOIL EROSION

SITE LAYOUT & GRADING

DETAILS

1
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4

LOCATION MAP

NTS



2

AUG 01, 2016

REVISIONS:

GENERAL NOTES:

1. NO PUBLIC WATER OR SEWER CONNECTIONS WILL BE MADE.

2. NO EXTERIOR LIGHTING WILL BE CONSTRUCTED ON THE SITE.

3. EXISTING VEGETATION WILL BE SAVED TO THE GREATEST EXTENT POSSIBLE.

4. MINIMUM VEGETATION REMOVAL IS EXPECTED.

5. ALL PAVED AREAS WILL DRAIN STORM WATER INTO EXISTING NATURAL AREAS.

6. ALL SITE WORK, MATERIALS WORKMANSHIP AND INSTALLATION SHALL BE PER MDOT MOST

CURRENT EDITION FOR STANDARD SPECIFICATION AND PLANS. STOCK PILE EXCESS SOILS ON SITE

FOR FINAL GRADING, REMOVE ANY EXCESS SOILS.

7. CONTRACTOR IS RESPONSIBLE FOR SITE STAKING AND FINISHED GRADES.

8. CONTRACTOR IS RESPONSIBLE FOR CONTACTING MISS DIG PRIOR TO CONSTRUCTION

COMMENCEMENT.

9. CONTRACTOR SHALL INSTALL SILT FENCE AND ANY OTHER REQUIRED SOIL EROSION AND

SEDIMENTATION CONTROL DEVICES (SESC) PRIOR TO COMMENCING CONSTRUCTION. CONTRACTOR

TO SECURE PERMIT.

10. ALL TREES 3" AND GREATER WERE SURVEYED AND SHOWN ON THIS PLAN.

TREE PROTECTION NOTES:

9. ALL DESIGNATED TREE PROTECTION SHALL BE IN PLACE PRIOR TO CONSTRUCTION

COMMENCING.  ALL TREE PROTECTION WILL BE INSPECTED AND APPROVED BY THE TOWNSHIP

PARK PLANNER PRIOR TO CONSTRUCTION COMMENCING.

10. TREE PROTECTION SHALL BE INSTALLED AT THE AREAS DESIGNATED ON THE PLAN. INDIVIDUAL

TREES THAT LIE WITHIN THE CONSTRUCTION LIMITS WILL BE PROTECTED THROUGH THE USE OF

SNOW FENCING ALONG THE DRIP LINE OF THE TREES OR AT A MINIMUM, A DISTANCE AS FAR

FROM THE TREE AS POSSIBLE.

11. NO MATERIALS SHALL BE STORED UNDER THE DRIP LINE OF TREES, OR VEHICLES PARKED

UNDER THE TREES IN ORDER TO PROTECT THE ROOT SYSTEMS OF THE TREES.

12. DO NOT CUT ROOTS ON AN ANGLE.  DO NOT RIP AND TEAR ROOTS.  IF THIS OCCURS.  CUT THE

ROOT OFF ON THE TREE SIDE OF THE ROOT AT A LOCATION WITHOUT TEAR DAMAGE.  ROOTS

UNDER 3" IN SIZE SHOULD BE EXPOSED AND CUT CLEAN WITH LOPPERS AT RIGHT ANGLES.

13. AT THE CONCLUSION OF CONSTRUCTION, THE TREE PROTECTION SHALL BE REMOVED FROM

THE SITE.

SURVEY NOTES:

   VERTICAL DATUM: NAVD 88

   HORIZONTAL DATUM: MICHIGAN STATE PLANE SOUTH ZONE 2113

BENCH MARKS:

BM #1

ELEVATION: 600.57 NAVD 88

   DESCRIPTION: ATOP LAG SCREW IN THE EAST FACE OF POWER POLE ±60' NORTH OF                

THE CENTERLINE OF GRAVEL DRIVE TO SITE & ±36' EAST OF THE CENTERLINE OF 

PARKER ROAD.

BM #2

   ELEVATION: 601.33 NAVD 88

DESCRIPTION: ATOP LAG SCREW IN THE WEST FACE OF POWER POLE ±160' SOUTH OF THE 

CENTERLINE OF GRAVEL DRIVE TO SITE & ±36' EAST OF THE CENTERLINE OF PARKER ROAD.

SURVEY PREPARED BY:

BMJ ENGINEERS & SURVEYORS

PORT HURON, MI

0' 15' 30'
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REVISIONS:

DONOR PLAZA DETAIL

SCALE: 1" = 10'

0' 15' 30'

NOTES:

SLOPES ON SURFACES FOR ADA

1. ALL CONCRETE AND AGGREGATE SURFACES SHALL NOT EXCEED 5%

LONGITUDINAL SLOPE AND SHALL HAVE A MINIMUM OF 1% BUT NOT TO

EXCEED 2% CROSS SLOPE.

2. ADA PARKING SPACES SHALL NOT EXCEED 2% SLOPE IN ANY DIRECTION.

3. EXPANSION JOINTS SHALL BE INSTALLED AS NOTED OR AT A MINIMUM

SPACING OF 30'.  CONTROL JOINTS SHALL BE INSTALLED AS NOTED ON

PLANS.

FENCING

1. 5' METAL CHAIN LINK FENCE WITH TOP AND BOTTOM RAILS PER MDOT 

SECTIONS 808 AND 907

2. CHAINLINK SHALL BE 9 GAUGE 2" MESH, GALVANIZED STEEL

SITE RESTORATION

1.       STOCKPILE TOP SOIL ONSITE FOR RESTORATION. UTILIZE ON-SITE SOILS

FOR FINAL GRADING.

2. ALL DISTURBED AREAS SHALL BE FINE GRADED PER MDOT. SEEDING

SHALL BE TGM SEED MIXTURE PER MDOT SECTION 816.

KIOSK

KIOSK SHALL BE THE MINI KIOSK MODEL FROM TIMBER HOMES VERMONT

(802)685.7974.  TO BE PURCHASED BY TOWNSHIP.  INSTALL PER

MANUFACTURER'S INSTRUCTIONS.

BENCHES

BENCHES (KIRBY BUILT HAMPTON BENCH) SHALL BE PROVIDED BY TOWNSHIP

FOR INSTALL.  MOUNT ON CONCRETE PAD AS NOTED IN DETAIL.

HAND PUMP LAYOUT

SCALE: 1" = 10'
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REVISIONS:

CONCRETE BAND POURED

PER MDOT.  RADIUS TOP

EDGES WITH HAND TOOL

(2) 4" LAYERS OF

COMPACTED

ASTM D2940

AGGREGATE

BASE TO 95%

 MAXIMUM

DENSITY

COMPACTED

SUBGRADE

TO 95%

HARDWOOD CEDAR MULCH

AS TEMPORARY APPLICATION

(BRICK AND SETTING BED - NOT IN CONTRACT)


	McIntyre Park Dog Park Bid Addendum 1
	McIntyre Park_Dog Park_BID SET_08_01_2016

